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PRODUCT DATA SHEET 

Oscar Jade 4T Lawnmower Oil 

 

DESCRIPTION 

Oscar Jade 4T Lawnmower Oil is a high performance, four stroke engine oil used in lawnmower engines, 
emergency power units and other engines that require a single-grade motor oil with viscosity class SAE 30 
and the existing specification. Oscar Jade 4T SAE 30 Lawnmower Oil is made of high-quality mineral base 
oils together with an advanced additive system to provide excellent engine cleanliness, wear protection and 
effective corrosion. Made from 100% virgin base oil.  

PROPERTIES 

This lubricant assures: 
 

- low evaporation loss 
- miscible with all commercially available motor oils 
- high wear resistance 
- tested for the use with catalytic converters 
- excellent cleaning effect 
- very good dispersion properties 
- high resistance to aging 
- outstanding lubricating action 
 

APPLICATIONS 

The specifications and instructions from the assembly or equipment manufacturer must be followed. 

Meets the requirements of: API SJ  

TYPICAL PROPERTIES 

 

Typical Properties SAE Grade 30 

Performance SJ 

Test Parameters ASTM Method Typical Values 

Density @ 15˚C, kg/l ASTM D1298 0.88 

Viscosity @ 100˚C, cSt ASTM D445 11.6 

Viscosity @ 40˚C, cSt ASTM D445 90 

Viscosity Index ASTM D2270 116 

Flash Point, ˚C ASTM D92 230 

Pour Point , ˚C ASTM D97 -30 
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The values shown above are typical values at the date of publication. Oscar Lubricants reserves the right to change these typical values without prior notice. 

  



 
 

 Oscar Lubricants LLC – New Industrial Area 1, Street 85, Building 15, P.O.Box 7546, Ajman, United Arab 
Emirates - +97167433354 – info@oscarlubricants.com – www.oscarlubricants.com 

 


